
Single 15-inch active subwoofer

XPRS 115S
Combining Pioneer Pro Audio sound engineering 

heritage with the reliable, energy-efficient power 

of Powersoft amp module, the compact, portable 

wooden-enclosure XPRS Series offers a plug-and-play 

system that fills the room with a natural sound. The 

versatile speakers are ideal for live sound, mobile 

DJ, places of worship, rental and fixed installations.

 ¥ 15-inch LF driver produces quick 

response and rich low end

 ¥ Powersoft Amp module for reliable, 

high-powered performance

 ¥ Phase switch advance subwoofer deployment

 ¥ Advanced protection features 

 ¥ Multiple inputs and outputs for 

flexible and easy set-up

 ¥ Removable castors, user selectable 

crossover curves.

 ¥ Birch plywood construction for a natural sound

key Features
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XPRS series

Type 15 Inch reflex loaded active subwoofer.

Enclosure 15 mm birch plywood, bass reflex type

Driver 15 inch ferrite LF cone driver

Frequency Response 40Hz~160Hz

Max SPL 133dB (Half Space)

Amplifier type Class D

Power Rating 2400W peak / 1200W cont. 

Input connectors 2x XLR/TRS Combo (balanced)

Impedance 10kΩ

Output connectors 2x Through output XLR (balanced),

Power consumption 240W

Dimensions (W x H x D) 480mm x 476mm x 633mm

Weight 30.6kg

applications

L i v e  S o u n d  /  M o b i l e  D J  /  P l a c e  o f  w o r s h i p  /  R e n ta l  /  F i x e d  i n s ta l l at i o n s



technical drawing
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Rubber feet and recess location
points for secure stacking.

Rear panel viewXPRS 10 mounted on top of the XPRS 115S
Also compatible with XPRS 215S.
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